JUL.15.2025

SPECIFICATION TABLE CUSTOMER TAC250163-1 USER
INQ. NO. EQUIPMENT
OF 3-PHASE MACHINE
SQUIRREL CAGE JOB NO.
INDUCTION MOTOR AC257014TT
TOTAL SETS 2 [ITEMNO. |
ltem Terms Description
1 [Model AESV4S
2 |Code or Standard Dimensions | Frame Assignment Performance Test
IEC TECO IEC IEC
3 |Rating 200kW/270HP 4 Pole 400-415[440-460 Volt 3 Phase 50[60 Hz
4  |Service Duty Continuous Rating (S1) Service Factor 1.0
5 |Starting Method D.O.L(Direct On Line)
6 |Rotation Facing The Drive End : CW(ClockWise), Available for Bi-Direction
7 |Drive Method Direct Coupling
8 |Environment Amb. Temp.: -15 ~ 40 C
Humidity : Less Than 90 %RH
Altitude : Upto 1000 M
9 |Enclosure & Protection IP66 : Totally Enclosed Indoor
10 |Cooling IC411 : Self External Fan, Surface Cooling
11 [Mounting IM1001 : HS, Foot (B3)
12  |Dimensions Dr# 3W042D508/00 Frame No : 315L
13 |Frame & Bracket Frame : Cast Iron Bracket : Cast Iron
14  |Fan & Fan Cover Fan :Plastic Fan Cover :Steel Plate
15 [Terminal Box Cast Iron
16 |Lead Terminals (R60-12)X6
17  |Lubricant Mobil Polyrex EM Grease
18 [Painting Color : AS2700S-N35
19  |Stator Winding Insulation Class: H
20 |Rotor Conductor Al-Die Cast
21 |Starting & Operating Performance [Hz/V 50/400 | 50/415 60/440 | 60/460
%Load 100
Amp. 339 327 306 292
Eff.% 96.7 96.7 96.5 96.5
P.F.% 88.0 88.0 89.0 89.0
R.P.M. 1488 1488 1788 1788
*LRC/FLC=Lock Rotor Current/Full Load Current [LRC/FLC < 760 % 760 % 820 % 820 %
*LRT/FLT=Lock Rotor Torque/Full Load Torque|LRT/FLT% 200 200 220 220
*BDT/FLT=Break Down Torque/Full Load Torque [BDT/FLT% 260 260 300 300
Temp. Rise Limit. (Resistance) Stator 80 ‘C AT S.F.1.0
22 |Approximate Weight Motor : 1370 kg
23 |Note 1.Rated Torque : Tf=130.8 kg-m
2.|E4 Efficiency
Please confirm or comment, and return within 4 Tropic Proof
Lﬁlulj;"j::r::gzsoc‘:ﬁm;e;;‘;e::p‘::l";’:j95 Accessories : Refer to motor outline drawing
Approved by : AC257014T1
Order No.
I Note : [*] at the end represent revised item
APPD. | W.ZHWANG | JUL. 152025 DWG NO.
CHKD. TECO ELEC. & MACH. CO., LTD. | 3W057H186-86264
DWN. | ChenWang | JUL.14 2025 REV.01 11
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OUTPUT TIME VOLTAGE SYN. SPEED
E
TYP HP. | kW. POLE RATING v Hz R. P. M
AESV4S 270 | 200 4 CONT. 400—415 50 1500
TOTALLY ENCLOSED FAN—COOLED TYPE. SQUIRREL—CAGE ROTOR
PRIMARY & THERMISTOR
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TERMINALS
NOTE & }\]:/)[Zg T‘Zg @REMOVABLE COVER FOR MAIN LEAD & THERMISTOR
1. DIMENSIONS IN MM P ENTRY TO BE DRILLED BY CUSTOMER
2. FRAME No. 315L __SHAFT END__
3' H CLASS INSULATION ENLARGED VIEW 042, F316L, AESV4S040270FMYBY, AC267014T1
4. FOR DIRECT DRIVE
5. ENCLOSURE: I1P66 TEC@
6. BEARING NO. : DRIVE END 6320C3(SKF/NTN/NSK OUTLINE DIMENSIONS
OPP. DRIVE END 6316C3(SKF/NTN/NSK
7. APPROX WEIGHT :1370kg DATE 3—PHASE INDUCTION MOTOR
8. WITH THERMISTOR:PTC 150°C 3PCS DWN. | H.a zHAo |asuw 28 2028
— DWG NoO.
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APPD. | z.c.sua |iun 28 2025 | TECO Elec. & Mach. Co., Ltd. | v/ - 00
6 5 4 | 2 | 1






